
9 axis test rig

9 x 45 kN high speed 

Normative test ECE 14 and 
ISOFIX
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3 axis test rig

Speed : up to10 m/s

FORCE regulation

Normative ECE 14 and ISOFIX 
tests
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bi-axial test:
Rotary and linear high speed 

test

Duration of the test :
< 0,2 seconds

HiFi J controlled in tension

Rotary actuator controlled in 
angle

Digital control system
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806 rear chassis part test
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Complete servo-hydraulic equipment 
6 axis chassis test rig
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6 axis rear chassis test rig

Nominal force 50 kN
Frequency  1 to 10 Hz

Road simulation

� � � �� � �� ��� � 	



� � � � � � � � 	 
 � � � 
 �� � � � � � � � 	 
 � � � 
 �� � � � � � � � 	 
 � � � 
 �� � � � � � � � 	 
 � � � 
 �
� � � � � � � � 
 � 
 � 	 
 � � � �� � � � � � � � 
 � 
 � 	 
 � � � �� � � � � � � � 
 � 
 � 	 
 � � � �� � � � � � � � 
 � 
 � 	 
 � � � �

2 axis chassis part test rig

X axis= 20 kN
Z axis = 50 kN

Speed = 1,5 m/s

Frequency  1 to 10 Hz

Road simulation
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3 axis chassis part test rig

X axis = 20 kN
Y axis = 20 kN
Z axis = 50 kN

Speed = 1,5 m/s

Frequency  1 to 10 Hz

Road simulation
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