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High power hydraulic power units

High power installation 
made up by several 

standard HPUs.

Power = 660 kW

Hydraulic flow rate 1 600 
l/min

AIR cooled

Sound level < 70 dBA
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HPU’s supplying automotive test laboratory

Standard QUIRI HPUs

Total power = 220 kW
Hydraulic flow rate= 530 

l/min

AIR cooled

Sound level < 70 dBA

� � � � � � � � 	� � � � � � � � 	� � � � � � � � 	� � � � � � � � 	 � � 
 � � 
 � � � � �� � 
 � � 
 � � � � �� � 
 � � 
 � � � � �� � 
 � � 
 � � � � �

� � � �� � �� ��� � 	



Aircraft testing & repair center

Standard QUIRI HPUs
Oil : MIL H 83-282

(military aircraft oil)

AIR cooled

Sound level < 70 dBA
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Electronic motor starter ( power > 30 kw)
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Noise protection

Sound level < 68 dBA HPUs
up to 75 kW

Sound level < 70 dBA
110 Kw HPUs

High power unit connection
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« transportable » HPU

Standard QUIRI HPUs

Power = 55 kW
Hydraulic flow rate = 135 

l/min

Water cooled

Mounting on special frame 
with total volume oil leakage 

tank
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HPU 
SKYDROL HYJET IV
FH2 (MIL H 83282)

Nominal pressure : 100 to 400 bar
Hydraulic flow rate : 30 à 600 l/min

Adjustable return pressure : 3 to 30 bar 
( aircraft tank pressure simulation )

Submerged pump (up to50 l/min)

Stainless steel tank and frame
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Multi-posts ( 1 to 4)

Flow rates 
50 to 230 l/min

(by output)

Accumulators, special 
hydraulic functions on 

request.
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Double pressure level: 280 and 350 bar
Nominal flow rate= 150 l/min
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